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SR160/SR630

Reverse Osmosis Water Purifier

Product specification:

» Please read this user manual carefully before use, so as to operate correctly;
» Any technical improvement will be written into the new version without prior
notification;

- Please appropriately keep and use this manual for viewing at any time;

» Unless otherwise specified, the contents in this manual are applicable to the
aforesaid types.
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Safety Notes

To prevent damage of personal safety and property of users and other persons, the
following aspects must be followed for safety:

@ Anti-freezing

Please do not make the product stored or exposed in the environment of below 0°C.

@ Water source pressure

* This machine is used to filter tap water, and it shall not be used for other purposes.

* To guarantee the quality of prepared water, please use the tap water with the pressure
of 0.1- 0.4 Mpa for the product, and pressure reducing valve shall be installed if this
pressure is exceeded.

Routine maintenance

- * When the product has a fault, please quickly cut off the water source and power
source, and contact local distribution service point or dial the national service hotline.

* The product shall be repaired by our professionals, and please do not remove the parts
arbitrarily.

* The movement/ transport shall be performed by our professionals, so as to prevent
machine damage caused by inappropriate operation.

@ Use

* After water failure or pipe repair, sediment shall be drained from other water pipes,
otherwise a large amount of sediment may block the filter element.

* If the productis notused for along time, please close the three-way ball valve and cut
off the power supply.

* Please install the product in the place where there is floor drain.

* The flow rate will reduce when the ambient temperature drops; this depends on the
inherent characteristic of RO membrane, and it is normal phenomenon.

* There will be slight vibration and noise when water preparation or washing, and itis
normal phenomenon.

* Please cut off the water supply when water failure. When water supply recovers, use
other water faucet for drainage, so as to prevent the filter element being blocked by
sediment, which will affect the service life of filter element.



* To accurately record the use time of filter element and guarantee the normal washing
of filter element, please do not cut off power supply frequently.

* The product has automatic washing function, and please do not cut off power supply or
pull out power line frequently.

* The productis full-automatic water preparation system, during the use process or
when itis not used for a long time, the product will start automatic water preparation
function or washing function, and it is normal phenomenon.

Storage

* Do not use or store the product in the following places:
- The places where there is direct sunshine, otherwise part aging will be caused;
- The places where the temperature is below 4°C or higher than 40°C, otherwise the filter
element may be damaged;
- The places where there is high temperature or strong magnetic appliances, otherwise
fire accident, product damage or circuit failure may be caused,;
- Moist or dusty areas, otherwise circuit damage may be caused.

* Please do not put heavy objects on the product.

* Please make the productinstalled at drainable position.

* Please do not make the product immersed in water.

Accessories and filter element

To guarantee the normal operation of the product, please be sure to use the accessories
and filter element provided by our company.

@ Toddler and mentally handicapped person

* The removed wrappage shall be abandoned in time, so as to prevent it being
contacted or swallowed by toddler.

* Please do not let toddler operate, contact, approach or climb the water purifier.

¢ Children and mentally handicapped person shall use the product in the assistance of
guardian.

Other matters needing attention

(electric leakage, electric shock, fire accident)

* Avoid extrusion, folding, knotting or damage of power line.

* If the flexible power line is damaged, to avoid danger, it must be replaced by the
professionals of manufacturer or its maintenance department. Please ensure the good
connection of power supply.

* Please do notdirectly pull out the power line when the power supply is cut off, so as to
prevent breakage.

* Please maintain the power plug clean, and do not use wet hands to insert/ pull out the
power plug.

* Please pay attention to the product safety in the places where there are a large
quantity of pets and injurious insects (such as mouse, cockroach, etc.), so as to prevent
power line and water pipe being bitten.

* Do not make the product contact or approach heat source/ open flame (such as
mosquito-repellentincense, candle, cigarette, etc.).

* Do notlet the product come into contact with or be close to heat sources / open flames
('such as mosquito coils, candles, cigarettes, etc. ).

* Please do not make flammable/ volatile substances approach the water purifier.

* Please do not make boosting transformer connected to the power plug.



Product Description

Process

The most advanced reverse osmosis technology in the world is adopted for the product;
RO membrane is a kind of separating membrane that makes water molecule perform
reverse osmosis by making use of pressure drive; the surface pore size is about 0.0001
um. Therefore, the small impurities, soluble salts, organic matter, heavy metal ion,
calcium and magnesium ions, microorganism, bacteria, pesticide residue in water can be
effectively removed, and water molecule and dissolved oxygen is retained.

The water prepared by the product is pure water without impurity; the postpositive filter
element can change the taste and make the water can be drunk directly.

Product filter element

Electromagnetic
valve for inlet water

active carbon
<= Three-way ball
valve for inlet water Booster p@

High pressure switch

_ \
Postpositive —
Pure water active carbon —

PP cotton

Tap water

RO membrane

Concentrated
water

Pressure water bucket Electromagnetic
valve for washing

(Peculiar to SR160)

Serial No. Name Function Service life
Effectively remove the impurities
1 Ppcotton of large size, such as rust, sediment 4-6 months
Prepositive Eliminate peculiar color and smell, 46 h
2 active carbon and residual chlorine months
Filter the calcium and magnesium ions,
3 RO membrane | fertilizer and pesticide residue in water 16-24 months
Postpositive Eliminate peculiar color and smell
4 active carbon in water to improve the taste 9-12 months

Note: The actual service life of filter element will be affected by installation, use and local
water quality.

Product parameters

Packing List

Water purifier 1 set Pe pipe 1 coil
Pressure bucket 1PC
Water faucet 1 set .
(Peculiar to SR160) | (Peculiar to SR160)

Power adapter, accessories for installation (three-way ball
valve forinlet water, 1/4-inch straight quick joint, ball valve of
pressure bucket(Peculiar to SR160), hanging piece of water
faucet, screw, expensive rubber plug), user manual, warranty

Accessories

Product model SR 160 SR 630
Applicable cabinet body Cabinet 900 Cabinet 900
Pure water flow rate 16L/h 63L/h
Nominal total pure water amount 2000L 3500L
Nominal voltage/ frequency 220V~50Hz 220V~50Hz
Nominal power 48W 96W
Applicable water pressure 0.1~0.4MPa 0.1~0.4MPa
Cmeet the requirements of the Specification for Evaluation
Quality of prepared water of Sanitary Safety and Function of Domestic Drinking Water
Processor- Reverse Osmosis Treatment Device (2001).
Applicable water temperature 5-38°C 5-38°C
Overall dimension 370X166 X422mm 370X166 X422mm

Remarks:
Unit conversion: 0.1MPa=1.02kgf/cm?=14.5Psi 1Psi=0.07kgf/cm?



3.Test the tap water pressure (see figure Il for
installation)

Installation step

1.Before installation, check whether the

Notes:
accessories are complete according to the 1. Below 0.1 MPa; the water pressure is not /<—
applicable to installation of the machine, and its

packing list, and confirm that there is tap water [ [ ) i ot
angle valve; (installed on sink cabinet; see \ \ installation is not recommended; L /‘:’"
figure 1) \ \ Angle valve 2. The water pressure exceeds 0.4 MPa; itis -
Note: ‘ | Cn5 ‘ | forinlet suggested that pressure reducing valve be
The angle valve is made of copper. Before \ \ installed to make the water pressure controlled

i ithi ; ; Fi 3
installation, the original faucet connected with ‘ | ‘ | within the appropriate range, so as to avoid lgure

accident.

the angle valve shall be opened to wash away

the impurities in the pipe. Figure 1
4.Use TDS pen to testthe TDS value of tap water;
(see figure IV).
Notes: If customer moves into a new building
2.Install the three-way ball valve for inlet water; where there is muddy water and ground water

and make PE pipe connected to the three-way with big TDS value, it is suggested that pre-filter
ball valve for inlet water; (see figure Il for be installed to protect the filter element of
installation) machine;
Note: f TDS value: Test the mass of conductive ions
1) One end of the three-way ball valve for inlet i (mg) in one liter of water;
water shall be connected to the braided hose of Braided hose If pure water cannot be output within one month,

water faucet; the end with moving joint shall be then the water quality is very poor, the stage |
connected with angle valve; i Three-way ball filter element may be blocked.

2) When PE pipe is connected to the other end ___valve for inlet water

of three-way ball valve for inlet water, first, o =7

unscrew the nut of the three-way ball valve for

inlet water, apply PE pipe, and then make PE
pipe stretched into the three-way ball valve for
inlet water; finally, screw down the nut set.

3) The joint of PE pipe shall be flat without
damage; Figure 2
4) Close the three-way ball valve for inlet water

after the installation is completed; open the

angle valve to check the joint positions for water

leakage.

Figure 4

5.(Peculiarto SR160)Test the preset pressure of
pressure bucket (see figure V)
Notes:
The preset pressure of pressure bucket is
0.035-0.055 MPa; reduce the pressure if the
pressure is higher than the upper limit, and
inflate if the pressure is below the lower limit
(water cannot be output if the pressure is too
low; the water stored in pressure bucket will be
insufficient if the pressure is too big);
Water storage capacity: Under normal Peculiar to SR160
circumstance, 30 minutes will be taken to fill the
pressure bucket, and the normal water storage
capacity of the pressure bucketis about6 L.

Figure 5



6.Install pure water faucet (see figure VI)

Notes:

The pure water faucet is installed on the soap
hole of sink; make one end of PE pipe connected
to 1/4-inch straight quick joint, and then make
the 1/4-inch straight quick joint inserted to the
stretching pipe of pure water faucet;

The other end of PE pipe shall be connected to
the pure water outlet of the machine.

7.Pipeline connection: Connect the connector

marked at the side of PE pipe and machine in
order; PE pipe for concentrated water shall be
connected to floor drain and fixed it by binding
wire; (see figure VI, VII)

POWER:Connect the power supply;
DRAIN:connect the floor drain (can not be
blocked);

FAUCET:Connect the pure water faucet;
TANK:connect the pressure tank(Peculiar to
SR160);

INLET: connect to municipal tap water.

Notes:

The pipes shall be connected according to the marks at side,
and perform confirmation again after the connection is
completed.

Pure water faucet

Seal ring

Locking nut

1/4-inch straight quick join

PE pipe j

Figure 6
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Figure 7

Three-way ball

Braided hose
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Floor drain

| ./

valve for inlet water

Tap water

Figure 8
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8.Verification and washing: (pure water faucet, ball valve of pressure bucket(Peculiar to

SR160), three-way ball valve for inlet water and power socket is closed initially;

Open the three-way ball valve for inlet water and start the power supply, and the
machine starts washing. Wait for about two minutes after washing; check whether the
machine shows “water full” status, and whether the concentrated water discharge is
stopped after “water full”- verify whether the machine can prepare water normally,
whether high pressure switch is damaged, and whether the electromagnetic valve for
inlet water and electromagnetic valve for concentrated water works normally; next,
open the water faucet for complete machine washing - prevent protective liquid of RO
membrane entering into the pressure bucket. Conduct the process until the outlet
water is clear without smell (about 10-20 minutes are needed).

(Steps peculiarto SR160)Next, open the ball valve of pressure bucket, and close the
pure water faucet to make pure water enter into the pressure bucket; after the water is
full, open the pure water faucet to discharge the water in pressure bucket, completing
the verification and washing steps.

Notes:

(1) The verification and washing steps must be performed as per the above steps; if
there is any abnormal problem, please contact the engineer for consulting, so as to
ensure the smooth installation.

(2) If pipeline water dispenser needs to be connected, be sure to confirm that the
washing of water purifier has been completed. Pipeline water dispenser can be
connected only after normal use, otherwise the protective liquid of RO membrane and
remaining active carbon particles will enter into the pipeline water dispenser, which
will result in peculiar smell of outlet water or failure of pipeline water dispenser.

9.Check whether the water purifier has water leakage or seepage phenomenon and

whether the pipeline has connection error; and the installation is completed after
confirmation.

Notes:

(1) When the water purifier is used for the first time after installation, the pure water
faucet shall be opened for water preparation for 2 h, and then close the water faucet to
make the filter elementimmersed for 24 h; then open the pure water faucet for water
preparation for 2 h. If the productis not used for a long time, it shall be washed for a
period of time when itis used again, so as to prevent bacteria in air entering into the
machine, PE pipe and water faucet;

(2) When the water purifier is connected with pipeline water dispenser, three-way joint
is the accessory of pipeline water dispenser, the maximum pressure of high pressure
switch sensitive pressure bucket is 0.25 MPa, so generally, the vertical height for
water supply can be about 10 m.
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Machine structure

Use Method

(1) Upper front shell PP cotton filter element
©® Control panel
(3) Upper middle shell

(4) Upper rear shell

Filter element shell (filter drum)
Prepositive active carbon

Filter element of OR membrane
6 Booster pump Postpositive active carbon
@ Electromagnetic valve for Integrated water circuit board
inlet water

@ Filter element shell (end)

Electromagnetic valve for washing

666600

High pressure switch
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1.1. The main part of the machine is plastic part, and the applicable water
temperature is 5-38°C; breakage of filter bottle will be caused if the temperature is too
low, causing water leakage.

The filter accuracy will become low if the temperature is too high. If such abnormal
problem as water leakage is caused during the routine use process, please close the
three-way ball valve for inlet water in time and contact the franchiser for repair.

2.1. If the productis not used for along time, the three-way ball valve for inlet water
shall be closed and pull out the power line. When it is used again afteritis not used for
along time, the complete machine shall be washed for 10 minutes firstly.

3.1. To prevent microbial contamination during storage and transport process of
membrane component, there is a little protective liquid in OR membrane package.
When the water purifier is used for the first time, it shall be used after operation is
performed according to “verification and washing method”, otherwise the pure water
will have peculiar smell.

4.In the initial operation period of water purifier, TDS value of pure water may be high.
After operation for a period of time, TDS value of pure water will gradually reduce to
stable value.

5.1. When the active carbon filter element is replaced each time, operation shall be
performed according to “verification and washing method”, and it can be used only
after the oepration.

5.1. Itis unnecessary to close the three-way ball valve for inlet water during the

routine use process of the water purifier. Open the pure water faucet when you need to
use pure water, and close the pure water faucet when you do not use pure water.
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Maintenance

1. Maintenance of water purifier

Please pull out the power line and close inlet water valve before maintenance.

(1) Please do not such volatile solvent as soap, detergent, diluent, gasoline, alcohol
during product cleaning and maintenance, otherwise crack, scratch and color change
may be caused.

(2) Please do not directly use alcohol to clean the machine.

(3) After the water purifier is used for a period of time, if the water has peculiar smell due
to expiration of service life of filter element or blockage of filter element, then the filter
element needs to be cleaned orreplaced .

(4) Please be ensure that the power line is properly connected to prevent extrusion,
folding, knotting or damage. If the power line has any damage, it must be replaced by
professionals, so as to prevent danger.

(5) When the power supply is cut off, please do not directly pull out the power plug, so as
to prevent breakage.

(6) Please keep the power plug clean; do not use wet hands to insert or pull out the power
plug, and please do not make boosting transformer connected to power plug. Please pay
attention to the product safety in the places where there are a large quantity of pets and
injurious insects (such as mouse, cockroach, etc.), so as to prevent power line and water
pipe being bitten.

2. Display status of display screen (see the following figure)

Water preparation: When the system is in water preparation status, the “RUNING”
indicator lamp will flash(Flashes once every 1 seconds).

Water full: When the water in pressure bucket is full, “STANDBY” indicator lamp will
flash(Flashes once every 1 seconds).

Washing: When the system is in washing status, “FLUSH” indicator lamp will
flash(Flashes once every 1 seconds).

Maintenance: The machine will come into maintenance status after the pump works for 3
consecutive hours; the pump will stop working and the electromagnetic valve forinlet
water will close. The “MAINTENANCE” indicator lamp will flash(Flashes once every 1
seconds); power on after the machine power is cut off, and the machine will recover to
the normal status.

Note: Generally, the problem during machine installation and use process will be fed
back on the display panel, and please pay attention to the display status.

cee & = ® Q) (@®)

SET RUNNING STANDBY FLUSH MAINTENANCE RESET
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3. Judgment for replacement of filter element

The estimation of service cycle of the filter element is based on the water use amount of
ordinary families; it is only applicable to domestic use. Please do not make the machine
installed in the public place where the water use amountis large.

Raw water quality, water pressure, use frequency of customer will affect the service life
of filter element.

Taste becomes poor: This is the basis for the judgement for replacement of postpositive
active carbon.

Whether water can flow out from filter element: This is the final basis for the judgement
for replacement of filter element.

When the PP cotton filter element needs to be replaced, “RUNNING” indicator lamp will
flash(Flashes once every 0.5 seconds).

When the prepositive active carbon filter element of the machine needs to be replaced,
“STANDBY” indicator lamp will flash(Flashes once every 0.5 seconds).

When the RO membrane filter element of the machine needs to be replaced, “FLASH”
indicator lamp will flash(Flashes once every 0.5 seconds).

When the postpositive active carbon filter element of the machine needs to be replaced,
“MAINTENANCE” indicator lamp will flash(Flashes once every 0.5 seconds).

4. Replacement method of filter element

Replacement of filter element :

Rotate for 90° in counter clockwise Rotate for 90° in clockwise
direction to loosen the filter element direction to lock the filter element

Insert the power line after the filter element is replaced, so as to recover the initial status
of filter element.
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5. Resetting method of filter element

Insert the power supply after the filter element is replaced; perform short press for
“Select”; the stage | filter element flashes and other indicator lamps go out; and you can
perform short press for “Select” for cycle.

Stage 1—2—>3—4 filter element, press “Reset” for 3 s, and the indicator lamp will change
to “normally on” from flash, and resetting is successful. It will exit automatically if no
operation is performed within 10 s.

cee & = ® Q cO

SET RUNNING STANDBY FLUSH MAINTENANCE RESET

6. Washing method of machine

Automatic washing function: The machine will perform automatic washing for 18 s each
time when power on;

Washing during working process: The machine will perform automatic washing for 18 s
each time after it works for accumulative 10 min (water preparation), which can prolong
the service life of filter element.

Forcible washing: There is “Reset” key on the display panel of machine, and the machine
will perform automatic washing for 30 s after long press for this key for 3 s.
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Warranty Service

If the product has a fault, please contact local distribution
service point of our company.

(1) Warranty period: Two years (since the date of making out the invoice)

(2) During the warranty period, for the fault caused by product quality problem, customer
can repair the product in local office based on the invoice. Do not disassemble the
machine arbitrarily, otherwise our company will not provide the warranty service, and our
company will not bear any responsibility for the caused quality problem or accident.

(3) The following circumstances are not within the warranty scope:

- The damage is caused by inappropriate use (including the circumstance that
operation is not performed according to user manual), maintenance and storage of user.
- The damage is caused by movement, disassembly or repair that is not performed
by our authorized unit.

- Equipment performance is affected or equipment damage is caused by the reasons
irrelevant to product quality, such as design, installation, peripheral equipment, etc.

- The damage is caused by force majeure (such as lightning, earthquake, flood, fire,
etc.)

- Equipment corrosion is caused by peripheral environment (such as acid-base,
smog), which affects the equipment performance and causes equipment damage.

- Abnormal sales (it means that the point of origin and the repair point address are
not in the same city).

- Party A and installer have economic disputes.

- There is no company LOGO, nameplate, bar code on machine body or label that
can prove thatitis SENTENCIA product.

- When the manufacturer's service personnel perform door-to-door inspection due to
the problem irrelevant to product quality, user needs to pay the service charge. If user
refuses paying the service charge, then the manufacturer has the right to terminate the
warranty period of all units.

page 17

Memorandum
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